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field strength levels specified in the
following table:

Measure-

Field strength ment dis-

Frequency (MHz) (microvolts/meter) tance

(meters)

0.009-0.490 .......coevvns 2400/F(kHz) 300

0.490-1.705 . | 24000/F(kHz) 30

1.705-30.0 .. 30 30

3

3

3

3

**Except as provided in paragraph (g), fundamental emis-
sions from intentional radiators operating under this section
shall not be located in the frequency bands 54-72 MHz, 76—
88 MHz, 174-216 MHz or 470-806 MHz. However, operation
within these frequency bands is permitted under other sec-
tions of this part, e.g., §§15.231 and 15.241.

(b) In the emission table above, the
tighter limit applies at the band edges.

(c) The level of any unwanted emis-
sions from an intentional radiator op-
erating under these general provisions
shall not exceed the level of the funda-
mental emission. For intentional radi-
ators which operate under the provi-
sions of other sections within this part
and which are required to reduce their
unwanted emissions to the limits speci-
fied in this table, the limits in this
table are based on the frequency of the
unwanted emission and not the funda-
mental frequency. However, the level
of any unwanted emissions shall not
exceed the level of the fundamental
frequency.

(d) The emission limits shown in the
above table are based on measurements
employing a CISPR quasi-peak detec-
tor except for the frequency bands 9-90
kHz, 110-490 kHz and above 1000 MHz.
Radiated emission limits in these three
bands are based on measurements em-
ploying an average detector.

(e) The provisions in §§15.31, 15.33,
and 15.35 for measuring emissions at
distances other than the distances
specified in the above table, deter-
mining the frequency range over which
radiated emissions are to be measured,
and limiting peak emissions apply to
all devices operated under this part.

(f) In accordance with §15.33(a), in
some cases the emissions from an in-
tentional radiator must be measured to
beyond the tenth harmonic of the high-
est fundamental frequency designed to
be emitted by the intentional radiator
because of the incorporation of a dig-
ital device. If measurements above the
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tenth harmonic are so required, the ra-
diated emissions above the tenth har-
monic shall comply with the general
radiated emission limits applicable to
the incorporated digital device, as
shown in §15.109 and as based on the
frequency of the emission being meas-
ured, or, except for emissions con-
tained in the restricted frequency
bands shown in §15.205, the limit on
spurious emissions specified for the in-
tentional radiator, whichever is the
higher limit. Emissions which must be
measured above the tenth harmonic of
the highest fundamental frequency de-
signed to be emitted by the intentional
radiator and which fall within the re-
stricted bands shall comply with the
general radiated emission limits in
§15.109 that are applicable to the incor-
porated digital device.

(g) Perimeter protection systems
may operate in the 54-72 MHz and 76-88
MHz bands under the provisions of this
section. The use of such perimeter pro-
tection systems is limited to indus-
trial, business and commercial applica-
tions.

[54 FR 17714, Apr. 25, 1989; 54 FR 32339, Aug.
7, 1989; 55 FR 18340, May 2, 1990; 62 FR 58658,
Oct. 30, 1997]

§15.211 Tunnel radio systems.

An intentional radiator utilized as
part of a tunnel radio system may op-
erate on any frequency provided it
meets all of the following conditions:

(a) Operation of a tunnel radio sys-
tem (intentional radiator and all con-
necting wires) shall be contained solely
within a tunnel, mine or other struc-
ture that provides attenuation to the
radiated signal due to the presence of
naturally surrounding earth and/or
water.

(b) Any intentional or unintentional
radiator external to the tunnel, mine
or other structure, as described in
paragraph (a) of this section, shall be
subject to the other applicable regula-
tions contained within this part.

(c) The total electromagnetic field
from a tunnel radio system on any fre-
quency or frequencies appearing out-
side of the tunnel, mine or other struc-
ture described in paragraph (a) of this
section, shall not exceed the limits
shown in §15.209 when measured at the
specified distance from the surrounding
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structure, including openings. Par-
ticular attention shall be paid to the
emissions from any opening in the
structure to the outside environment.
When measurements are made from the
openings, the distances shown in
§15.209 refer to the distance from the
plane of reference which fits the entire
perimeter of each above ground open-
ing.

(d) The conducted limits in §15.207
apply to the radiofrequency voltage on
the public utility power lines outside of
the tunnel.

§15.213 Cable locating equipment.

An intentional radiator used as cable
locating equipment, as defined in
§15.3(d), may be operated on any fre-
quency within the band 9-490 kHz, sub-
ject to the following limits: Within the
frequency band 9 kHz, up to, but not in-
cluding, 45 kHz, the peak output power
from the cable locating equipment
shall not exceed 10 watts; and, within
the frequency band 45 kHz to 490 kHz,
the peak output power from the cable
locating equipment shall not exceed
one watt. If provisions are made for
connection of the cable locating equip-
ment to the AC power lines, the con-
ducted limits in §15.207 also apply to
this equipment.

§15.214 Cordless telephones.

(a) For equipment authorization, a
single application form, FCC Form 731,
may be filed for a cordless telephone
system, provided the application clear-
ly identifies and provides data for all
parts of the system to show compliance
with the applicable technical require-
ments. When a single application form
is submitted, both the base station and
the portable handset must carry the
same FCC identifier. The application
shall include a fee for certification of
each type of transmitter and for cer-
tification, if appropriate, for each type
of receiver included in the system.

(b) A cordless telephone that is in-
tended to be connected to the public
switched telephone network shall also
comply with the applicable regulations
in part 68 of this chapter. A separate
procedure for approval under part 68 is
required for such terminal equipment.

(c) The label required under subpart
A of this part shall also contain the
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following statement: “Privacy of com-
munications may not be ensured when
using this phone.”

(d) Cordless telephones shall incor-
porate circuitry which makes use of a
digital security code to provide protec-
tion against unintentional access to
the public switched telephone network
by the base unit and unintentional
ringing by the handset. These func-
tions shall operate such that each ac-
cess of the telephone network or ring-
ing of the handset is preceded by the
transmission of a code word. Access to
the telephone network shall occur only
if the code transmitted by the handset
matches code set in the base unit.
Similarly, ringing of the handset shall
occur only if the code transmitted by
the base unit matches the code set in
the handset. The security code required
by this section may also be employed
to perform other communications func-
tions, such as providing telephone bill-
ing information. This security code
system is to operate in accordance
with the following provisions.

(1) There must be provision for at
least 256 possible discrete digital codes.
Factory-set codes must be continu-
ously varied over at least 256 possible
codes as each telephone is manufac-
tured. The codes may be varied either
randomly, sequentially, or using an-
other systematic procedure.

(2) Manufacturers must use one of
the following approaches for facili-
tating variation in the geographic dis-
tribution of individual security codes:

(i) Provide a means for the user to
readily select from among at least 256
possible discrete digital codes. The
cordless telephone shall be either in a
non-operable mode after manufacture
until the user selects a security code or
the manufacturer must continuously
vary the initial security code as each
telephone is produced.

(ii) Provide a fixed code that is con-
tinuously varied among at least 256 dis-
crete digital codes as each telephone is
manufactured.

(iii) Provide a means for the cordless
telephone to automatically select a dif-
ferent code from among at least 256
possible discrete digital codes each
time it is activated.

(iv) It is permissible to provide com-
binations of fixed, automatic, and user-
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